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The essentials of imaging



Fastest

"and smallest
"in th

e world

I World's fastest dry imagef” I Five-size print capability and the

Through the adoption of new technologies the first

world's smallest desigr?

print time has been cut to a mere 50 seconds. The DRYPRO 873 comes in a less imposing compact
The body has the compactness of a small copier, buPody only 1150 mm in height and boasts a footprint

offers the same high performance as our larger
flagship machine. With a throughput of 180 sheets

of just 0.35 m2, while providing five sizes (in
operation 3 sizes at the same time) of printing fil

(mixed sizes) per hour, the DRYPRO 873 dramaticall{anging from 14"x17° to 8"x10°. The main film sizes

improves productivity in all your printing work
*1: As of August 2008

are supported, enabling the printing of life-size
images. Furthermore, it supports supply units obup t
2 trays + 1 additional tray. Film size can be setect
depending on the purpose.

*2: Installation area as of August 2008

I Range of options to suit your needs

Two trays come as standard for film supply, and an
optional third tray can be added. These optional
supply units are available in five sizes (from1I48"x

to 8"x10°), which can be combined flexibly to suit
your particular needs. A six-channel sorter is also
available for convenience in post-print sorting.

I Designed for 30% energy saving

Dry imagers use heat processing during the imaging
stage. Because Konica-Minolta is committed to
pursuing green technologies, we have successfully
cut electricity consumption by 30% in normal
printing operations (*3), making this a truly eco-
friendly dry imager.

*3: 8 hours/day, printing of 100 sheet

Size, touch, mechanisms¥s all designed with the user in mind

I User-friendly, quiet design

The DRYPRO 873 emits remarkably little noise,
contributing to a pleasant working environment. The
running noise has been tuned to the lower tones wit

reduced high-frequencies, making the unit sound
deceptively quiet. While overall noise has been
reduced, particular attention has been given to
standby noise, providing quietness in today©ssilmle
imaging environment, where standby operation
often accounts for most of the usage time.

ITotaI commitment to ease of use

In the DRYPRO 873 we aimed to provide a user-
friendly unit with an intuitive user interface and
simple operation. Status indicators such as ©Film
Empty© are recognizable even from a distance and a
direct button allows tray selection when settiti fi

Ease of operation is further enhanced with addition
touches such as simplified film setting requiring
minimal mechanical operation.

I oicom 3.0 support

Supports DICOM PRINT, BASIC GRAY SCALE, and
DICOM STORAGE (SC) and input up to 16 channels.
By adding a backup DICOM imager to the output
destinations, any output is automatically redirected
to the backup destination when a problem occurs
with the main imager. (If an imager in which film of
the same size and type as that of the one in which
the problem occurred is connected.) Data such as
patient ID and patient name can be enlarged and
output to film. By enlarging and printing patientada

on film, you can substantially improve the effigenc

of sorting film.

Not just compact¥a

Not just fastVa

A user-friendly design for
confident and easy operation *

A new dimension in laser imagers.



Image interpolation (pixel replication/function

The DRYPRO 873 has an automatic density control

interpolation) has been enhanced, and newly function that prints a fixed-exposure density patch The silver ion capacity that is pivotal for image

adopted brightness modulation processing allows onto each film, automati
smooth images and sharp letters to be displayed by measures the density w|

automatically identifying image content and letters
in the image and processing these appropriately.

H Comparison of density resolution

16384 grades 4096 grades

(4 4

Pixel replication Smooth

built-in densitometer,
maintains the output den|
Automatic calibration
film replacement furt
ensures consistent  fi
quality in printed images

Unparalleled image stability and high-speed tech nogy!
The pursuit of dry image quality has entered a new dimension.

formation on dry film has been greatly boosted and
the ingredients of developer have changed to azhiev
highly sensitive, fast developing. As a result, sharp,
stable images are swiftly provided.

The film is available in a vivid blue base type@ED
clear base type (SD-QC) or high maximum density
type for mammography (SD-QM), to allow selection
of the appropriate film for the application. Onelpac

of daylight package contains 125 sheets that can be
handled under room light.

Temperature and speed of development

Selected as the development
temperature since developmen|
speed is high and density changs

is small relative to temperature|
change.

Developing speed

Developing temperature

Comparison of cooling speed

Temperature

Cooling speed at rapid
cooling process

Time

Reduction in print out time

Previous equipment

Exposure
+
development

DRYPRO 873

For the DRYPRO 873, the film development processFor increased printing speed, in addition to faster The hardware for the DRYPRO 873 has been
has been fully reviewed to respond to fast, high- image formation a completely new control has been
volume processing. The film is pre-heated from the added to the cooling process at the final stage of
early stage of film transfer. Unstable temperature printing. This film temperature history control

regions are minimized when heating the film, and by system controls both heating and cooling to rapidly

dividing the thermal development unit into fivetpar
and closely controlling the process, excellent tyensi

cool films after image formation. By reducing cgolin
time to around 1/4 that of previous equipment and

stability and fast, high-volume processing have been halting thermal development with high precision,

achieved. Ten sheets of 14"x17°film can be printed i
the rapid time of under four minutes.

stable images can be swiftly obtained even in
centralized systems. As well as increasing prietlspe

the faster cooling time means the unit is now much
slimmer and more compact.

completely redesigned for compactness and
fast/high-volume processing. The use of a feed rolle
system for the film supply unit, adoption of a plate
type heating unit, and various other strategies for
reducing size have contributed to the shortest film
path structure. Speed and compactness combine at a
new level in the DRYPRO 873.

The combination of the optical unit (43.75 !m) that
enables detailed recording and the newly developed
image recording film SD-QM can support a
maximum density D of 4.0. As for daily maintenance
of mammography, this imager can support
mammography QC patterns for film density control.

A first print time of 50 seconds.

With the world's fastest print speed,
this imager can print 10 sheets of
14x17 inch film in under 4 minutes.
The generous spooling capacity is

also highly effective in usual modalities.
Superb stability provides high-quality
images.



SPEC, & NETWORK

Specifications and network capabilities focused on open and flexible
imaging environments

= Imager Network-Building Support
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H Options for the DRYPRO MODEL 873
873 additional supply unit
The supply unit for the third additional tray cottifpie with five sizes (14°x17° (35x43cm), 14°x14° @5om), 11°x14° (28x35cm), 10°x12° (25x30cm), 8°10° (ZxA)).

873 sorter (6 bins)
This sorter is useful to sort films. Size: H1459 x W599 x D585 mm (873 body + sorter) + Weight: 163 kg (873 body + sorter) + Number of bins: 6 + One bin can stock up to 30 sheets +
Film size: 5 sizes (14°x17° (35x43cm), 14°x14° (35x35cm), 11°14° (28x35¢m), 10°x12° (25x30cm), 8X10° ( + Power: provided by the DRYPRO 873,

M Outer sizes

<Two channels standard specs> <Three channels/specs with a sorter>

» Storing and Handling Dry Film

SEOIVMD Storing and handling processed film (image, (3) As the film is susceptible to strong sunlighivall
g and igh 8 temperature, avoid exposing it to direct sunlight
[ is leaving it on a viewing screen for a long time.

place.Dry film should not

599 585

= e——D% Storing and handling unused film sure be cleaned with
‘\ - ° here alcohol or cleaning
‘ [ = I | iy coue.  donsty -
8 = e dees, The fim i N
= Ce— DR— s orfesistant to water, <

" so it may be cleaned
rage. -
ngg\t with a soft cloth
dampened with
water.

Unit: mm, magnification of 1/30

* The specs above are subject to change without prior notice for performance improvement.




